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ALGEMEEN

Iskra, onderdeel van de Irel-groep, is een fabrikant van relais in Slovenië. 
Men fabriceert hoogwaardige relais in zowel industriële uitvoering als voor 
printmontage.

PRODUCTLIJN

De productlijn industriële relais (TRP en PR) is te monteren door conventioneel 
solderen, plugbaar en geschikt voor DIN-railmontage. De montage op een DIN-rail 
maakt deze relais tevens een ideaal product voor paneelbouw. De relais voldoen 
aan alle Europese richtlijnen, zoals CE, VDE, UL en CSA.

De lijn van printrelais (TRK en TRM) is gebaseerd op een miniatuuruitvoering. 
Door het compacte design van deze elektronische componenten zijn de relais 
uitzonderlijk geschikt voor montage op printplaten. Laat u informeren door ons 
over toepassingen op PCB’s.

TOEPASSING

De relais uit de TRP en PR range kunnen worden toegepast in besturingskasten 
voor uiteenlopende doeleinden en bijvoorbeeld voor telecomsystemen. 
De printrelais zijn uiterst geschikt voor stuurprinten en bewakingssystemen.
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Miniature relay TRK 12, TRK 14: 
Rated coil power 0.2 W or 0.45 W
Contact switching current 1.25A or 3A
Ambient temperature to +70C
 
Miniature bistable relay TRK 15, TRK 16
Coil energizing by DC voltage impulse
Independet from coil voltage failure
Max. contact current 1.25 A or 3 A

Miniature relay TRK 22
Rated coil power  0.2 W or 0.3 W or 0.55 W
Max. contact current 2 A or 3 A

Miniature power relay TRK 17
Rated coil power 0.28 W  or  0.33 W  
or  0.45 W
Contact switching current  7 A  or  10 A

Miniature bistable relay TRK 18
energizing by DC voltage impulse
Independet from coil voltage failure
Contact switching current 7 A or 10 A

Miniature power relay TRK 10 
200 mW rated coil power 
6 A, 250 VAC contact load
Ambient temperature up to +85C
4 kV test voltage between coil and contact

Miniature polarized bistable relay TRK 08  
New !
5 A, 250 VAC contact load
Coil energizing by voltage impulse
4 kV test voltage between coil and contact
 
Cradle relays PR 15, PR 16, PR 17
PR 15, PR 16 and PR 17 are natural, 
monostable miniature 
DC relays.

Miniature industrial power relays TRP 312, 
314, 322, 324


